BRENTWOOD STANDARD SPECIFICATIONS – 2006013.03
08305-2

PRIVATE 

SECTION 08305

ACCESS DOORS

PART listnum "WP List 1" \l 1
GENERAL

listnum "WP List 1" \l 2

SUBMITTALS

listnum "WP List 1" \l 3
Submit under provisions of Section 01300.

listnum "WP List 1" \l 3
Shop Drawings:  Indicate exact position of all access units.

listnum "WP List 1" \l 3Product Data:  Include sizes, types, finishes, scheduled locations, and  details of adjoining work.

listnum "WP List 1" \l 2

PROJECT RECORD DOCUMENTS

listnum "WP List 1" \l 3
Submit under provisions of Section 01700.

listnum "WP List 1" \l 3
Record actual locations of all access units.

listnum "WP List 1" \l 2

QUALITY ASSURANCE


A.
Furnish inserts and anchoring devices which must be built into other work for installation of access doors.  Coordinate delivery with other work to avoid delay.

listnum "WP List 1" \l 2
WARRANTY


A.
Provide warranty under provisions of Section 01700.  Warrant products of this Section against defects in material and workmanship for a period of five years.

PART listnum "WP List 1" \l 1
PRODUCTS

listnum "WP List 1" \l 2

ACCEPTABLE MANUFACTURERS ‑ FLOOR DOORS

listnum "WP List 1" \l 3
"J" and "JD" Series, The Bilco Company, New Haven, CT.

listnum "WP List 1" \l 3
Substitutions:  Under provisions of Section 01600.

listnum "WP List 1" \l 2

MATERIALS ‑ FLOOR DOORS

listnum "WP List 1" \l 3
Frame:  Aluminum, 1/4 inch thick, with anchors around to exterior.

listnum "WP List 1" \l 4
Size:  As shown.


B.
Door Leaf:  Aluminum diamond plate, 1/4 inch thick, reinforced with aluminum stiffeners; designed to open 90 degrees and lock automatically in that position; built to withstand live load of 300 pounds per square foot.


C.
Hinges:  Forged brass, bolted to underside, designed to pivot on torsion bars that counterbalance door for easy operation.


D.
Handle:  Removable, equipped with snap lock.


E.
Latching Devices:  Recessed hasp covered by a hinged lid flush with surface for Owner‑provided padlock.

listnum "WP List 1" \l 2

FABRICATION

listnum "WP List 1" \l 3
Weld, fill, and grind joints to assure flush and square unit.

listnum "WP List 1" \l 2

FINISH

listnum "WP List 1" \l 3
Finish:  Mill finish with bituminous coating applied to frame exterior.

listnum "WP List 1" \l 3
Hardware:  Zinc plated, chromate sealed.

PART listnum "WP List 1" \l 1
EXECUTION

listnum "WP List 1" \l 2

INSPECTION

listnum "WP List 1" \l 3
Verify rough openings for door and frame are correctly sized and located.

listnum "WP List 1" \l 3
Beginning of installation means acceptance of existing conditions.

listnum "WP List 1" \l 2

INSTALLATION

listnum "WP List 1" \l 3
Install frame plumb and level in openings.

listnum "WP List 1" \l 3
Position to provide convenient access to concealed work requiring access.

listnum "WP List 1" \l 3
Secure rigidly in place in accordance with manufacturer's instructions.

listnum "WP List 1" \l 2

ADJUSTING AND CLEANING

listnum "WP List 1" \l 3
Adjust latching and locking mechanisms to operate smoothly.

listnum "WP List 1" \l 3
Leave work area clean and free of debris.

listnum "WP List 1" \l 3
Remove and replace panels or frames which are bowed, warped or damaged.
END OF SECTION 08305 ‑ ACCESS DOORS
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